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Abstract

Target of this diploma thesis is the use of Deep Neural Networks (DNNs) in gradient-
based Shape Optimization (ShpO), as low-cost surrogates of the primal and adjoint
computations, thus reducing the optimization overall cost.

The DNNs are trained on databases containing both the objective function val-
ues and their corresponding Sensitivity Derivatives. The networks architecture is
inspired by the notion of the Hermite polynomials, since besides the objective func-
tion, incorporate gradients in their training process. The computation of gradi-
ents is accomplished by differentiating the networks outputs with respect to their
inputs, using automatic differentiation in reverse mode. The accuracy of the com-
puted gradients is verified against reference values of the adjoint method. Improving
the networks generalization capabilities and reducing the cost of constructing their
database is also investigated.

Primary goal of this diploma thesis is the integration of the Hermite-DNNs in the
gradient-based ShpO, so as to provide an approximation to the objective function
values and derivatives. During the ShpO, the DNN-optimized solutions are re-
evaluated on the Computational Fluid Dynamics code. If necessary, this design is
incorporated in the database and the networks are re-trained. All implementations
are related to ShpO studies in single- and multi-phase flows. Two turbomachinery
applications are presented, the first concerns a turbine blade-airfoil (single-phase
turbulent flow), and the second a compressor blade-airfoil (single-phase turbulent
flow). The proposed gradient-based optimization algorithm is implemented also in
the design of an isolated airfoil (single-phase transitional flow) and a hemispherical-
cylinder body (two-phase cavitating flow).
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Per-lhyh

St qgoc the paro sac diplwmatik ¢ ergas-ac e-nai h gr sh Bajtwn Neurwnik ,n Di-
kt wn (BND) se aitiokratik beltistopo-hshc morf ¢ swm twn sth mhganik ,n twn
reust,n, wc gamhlo -k stouc upokat stata gia thn ep-lush tou prwte ontoc kai
suzugo c probl matoc, me st go th me-wsh tou sunoliko k stouc thc beltistopo-
-hshc.
Ta BND ekpaide ontai se b seic dedomtnwn pou peritgoun t so tic timkc thc anti-
keimenik ¢ sun rthshc so kai twn ant-stoiqwn parag, gwn euaisjhs-ac. H arqite-
ktonik twn dikt wn enai empneusmtnh ap ta polu,numa Hermite ta opo-a ekt ¢
ap thn antikeimenik sun rthsh, sumperilamb noun Kkai tic parag, gouc euaisjhs-ac
sthn diadikas-a ekpa-deushc touc. H montelopo-hsh twn parag,gwn euaisjhs-ac e-
pitugqg netai me ton upologism twn parag,gwn twn ex dwn twn dikt wn wc proc tic
eis douc touc, qrhsimopoi, ntac ant-strofh aut math diaf rish. H akr-beia twn upo-
logiz menwn parag,gwn euaisjhs-ac epikur ,netai tnanti tim,n anafor c thc suzu-
go c mej dou. Ep-shc h treuna esti zei sthn belt-wsh twn dunatot twn gen-keushc
twn BND kai sth me-wsh tou k stouc kataskeu c thc b shc dedomtnwn touc.
Prwtargik ¢ st qoc enai h enswm twsh twn Hermite-BND sthn aitiokratik bel-
tistopo-hsh morf c, Ltsi ,ste na partqoun mia prostggish gia tic timtc thc anti-
keimenik ¢ sun rthshc kai twn parag,gwn euaisjhs-ac thc. Kat thn di rkeia thc
beltistopo-hshc morf c, oi beltistopoihmtnec I seic ap ta BND epanaxiologo-
ntai ap ton k,dika Upologistik ¢ Reustodunamik c. E n grei zetai, h gewmetr-a
sumperilamb netai sth b sh dedomtnwn kai ta d-ktua epanekpaide ontai. 'Olec oi
ulopoi seic aforo n melttec beltistopo-hshc morf ¢ se monofasikic kai polufa-
sikkc rotc. Parousi zontai efarmogtc strobilomhgan,n, h pr,th afor aerotom
pterug-ou strob-lou (turb,dhc monofasik ro ) kai h de terh aerotom pterug-ou
sumpiest (turb,dhc monofasik ro ). O protein menoc alg rigmoc aitiokratik c

vi



beltistopo-hshc efarm zetai ep-shc se memonwmtnh aerotom (monofasik ro me
met bash) kai hmisfairik -k lindro s,ma (difasik ro me sphla-wsh).
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Chapter 1

Arti cial Intelligence

1.1 Machine Learning

Arti cial Intelligence (Al) is an evolving eld focused on developing agents that
emulate human intelligence. In recent years, it has experienced rapid growth, en-
abling Al-based systems to perform complex tasks such as perception, learning,
problem-solving, and decision-making without human intervention. These systems
are applied across a wide range of domains, including healthcare, engineering, and
nance. Recent advances have led to the integration of Al in technologies such as
robotics, autonomous vehicles, web search engines, virtual assistants, and beyond.
ML is a subset of AL that focuses on developing systems capable of performing tasks
autonomously. ML algorithms are trained to identify patterns within data and use
them to make predictions, classify information, and generalize based on previously
learned knowledge. Deep Learning (DL), a specialized sub eld of ML, accomplishes
these goals through the use of multi-layered Arti cial Neural Networks (ANNS) ([1]).
The hierarchal relationship is presented in Figure 1.1.

Figure 1.1: Subelds of Al Figure from (https://www.researchgate. net/
figure/ Artificial-intelligence-and-its-subsets_ figl 370470867 ).

ML approaches, as illustrated in Figure 1.2, are traditionally divided into three
broad categories.



1. Supervised Learning: Supervised learning algorithms construct a mathemat-
ical model of the labeled training data. Each training pattern consists of input
features paired with a corresponding output. Through iterative optimization,
these algorithms establish relationships between inputs and the associated out-
puts, in order to minimize the output prediction error. Supervised learning is
applied to two types of problems: classication, where inputs are assigned to
binary or multi-class categories, and regression that predicts continuous outputs.
Common supervised learning algorithms include regression, random forests, Sup-
port Vector Machines (SVM), k-Nearest Neighbors (kNN), and Arti cial Neural
Networks each with di erent properties and training con gurations, as detailed
in ([2]).

2. Unsupervised Learning:  Unsupervised learning algorithms work with unla-
beled data. They identify patterns without explicit guidance, and react on new
inputs based on the absence or presence of these patterns. Some applications
of unsupervised learning include density estimation of observed data, clustering,
where data are categorized based on their similarities, and dimensionality reduc-
tion, which transforms the high-dimensional data in low-dimensional, retaining
only a subset of the original information ([2]).

3. Reinforcement Learning: Reinforcement learning algorithms learn through
a trial-and-error process. They interact with the environment, develop through
feedback from that and adapt their actions to maximize a reward signal. They are
used in application regarding autonomous vehicles, robotics, and game playing.

Figure 1.2: An overview of di erent types of ML algorithms. Figure from ( https:
/Il 7Twdata. be/ visualization/ types-of-machine-learning-algorithms-2/ ).



1.2 Arti cial Neural Networks

The concept of Arti cial Neural Networks (ANNSs) ([3]) is inspired by the struc-
ture and function of biological neurons in the human brain. A biological neuron
comprises three primary components: dendrites, a soma (cell body), and an axon.
The dendrites interact with the neighboring neurons, and receive signals from them.
The importance of each connection is determined by its synaptic strength, which is
learnable and can be adapted. The signals are summed to the soma, and an output
is produced. If the output is above a certain threshold the neuron can re and send
an output signal, that travels though its axon and interacts with the dendrites of
other neurons. The analogy between biological and arti cial neuron is shown in
Figure 1.3.

Figure 1.3: A biological neuron (top) and a neuron of a DNN inspired from that (bot-
tom). Figure from ( https://www. researchgate. net/ publication/ 363833676 __
Advance_ Artificial_ Neural_ Networks )

An arti cial neuron has similar structure; it transforms an input vector into a scalar
output. It receives an N-dimensional input vector x RN = [x1;Xo;::xn]", and
multiplies it with a weight matrix w=[ wy; w,; ::wy ], often referred to as kernel. This
kernel determines the in uence of each input feature on the neuron's output. A
bias term (b) |a learnable scalar]| is typically added, that shifts the activation to

the desired direction. The sum passes through a non-linear activation function (f).
The activation function decides when the neuron should be activated, and enables
the representation of complex, non-linear relationships. Without this non-linearity,
the network would be limited to linear mappings, regardless of its depth. The



computations performed by a single neuron can be expressed as:

X
= Xi Wi (11)
i=1

a=f( +b (1.2)

Figure 1.4 shows the architecture of a feed forward neural network (FFNN). It
consists of a series of layers that sequentially process inputs to produce outputs.
Each one has a speci ¢ purpose:

Input Layer The input layer receives the input patterns; it does not perform
any computations, instead it passes them to the proceeding layer. Its dimension-
ality is determined from the number of features in the input data, with each node
corresponding to one feature.

Hidden Layers After the input layer, a series of hidden layers follow, that perform
most of the computations. Each hidden layer receives inputs from the preceding
layer, processes them, and passes its outputs to the next. Each layer is capable of
learning di erent features. Layers can be either fully connected, also referred to as
dense layers, or partially connected. In Fully Connected Neural Networks (FCNNSs),
each neuron is connected to all neurons in the preceding and succeeding layers.
In contrast, Partially Connected Neural Networks (PCNNSs [4]) introduce sparsity,
by skipping some connections. Each connection maintains a learnable weight, that
determines its importance. The number of hidden layers is a user-de ned design
parameter, typically determined by the complexity of the task. Increasing the depth
of the model enhances its ability to learn complex tasks.

Output Layer The output layer aggregates the previous layer's outputs, to form
the nal predictions. Its dimensionality matches the number of the targets.

Figure 1.4: Architecture of a dense network with 4 input units, 3 hidden layers, and
3 output neurons.



1.3 Machine Learning in Computational Fluid Dy-
namics and Optimization

Computational Fluid Dynamics (CFD) is a branch of uid dynamics that employs
numerical methods to analyze and solve problems involving uid ow. Despite their

e ectiveness, CFD methods come with signi cant computational cost, in uenced
by factors such as the chosen algorithms and mesh resolution. The integration
of ML techniques in CFD applications has been adopted, due to their ability to
learn complex representations and provide cost-e cient surrogates of the traditional
solvers. ML applications in CFD can be divided in two main categories: Data-Driven
surrogates, and ML-assisted numerical simulations.

Data-Driven surrogates are employed to replace the CFD solutions. For instance,
([5]) uses DNNSs to predict the pressure eld around a wing, and to substitute the
CFD-solver in the Evolutionary Algorithm (EA)-based Shape Optimization (ShpO)

of the wing. ([6]) employs Radial Basis Function networks for uncertainty quanti -
cation and EA-based ShpO of an isolated airfoil and a wing. The proposed method
guanti es the uncertainties regarding the constants of the Re; transition model
and the roughness of the solid surfaces, and achieved a reduction in the optimization
time by orders of magnitude. In ([7]) DNNs trained on high delity data obtained
with DNS, predict the Reynolds stresses on a turbulent ow in a channel and a
stationary passage. ([8]) uses Physics-Informed Neural Networks to solve inverse
problems in 3D wake and supersonic ows.

ML models can be coupled with the CFD-solver, in order to accelerate the simula-
tions. For example, ([5]) uses DNNSs in a conjugate heat transfer problem, dealing
with a solid domain in contact with a ow within a duct. In this case, the DNNs
replace the solver of the heat conduction equation on the solid domain. In ([9])
DNNs substitute the numerical solution of the turbulence and transition models,
by predicting the turbulence viscosity elds. This DNN-assisted RANS solver is
applied to the shape optimization of a turbine blade and a car model, resulting in
a signi cant reduction in optimization turnaround time. ([10]) uses DNNs, trained
on high- delity data generated from simulations on ne grids, to approximate the
convection term in the Navier{Stokes equations on coarser meshes. This approach
achieves up to a tenfold computational speedup while maintaining solution quality
comparable to that of the original high-resolution simulations. An overwiew of the
recent advantages of machine learning applications in CFD are presented in ([11],
[12]).

Gradient-based optimization algorithms require the computation of objective func-
tion's derivatives, which can be obtained through Finite Di erences, Direct Di er-
entiation, Complex Variable Method, or the Adjoint method. The computational
cost of obtaining the Sensitivity Derivatives (SDs) varies signi cantly with the cho-
sen approach and can, in some cases, become prohibitively high. When an adjoint
solver is available, the cost of computing SDs becomes independent of the number
of design variables and is approximately equal to that of solving the primal prob-



lem. In this diploma thesis, attempts for cost reduction are made, by using DNNs
as data-driven surrogates of the primal and adjoint solvers. The DNNSs, often re-
ferred to as Hermite-DNNSs, are trained on databases containing the target values
and their derivatives. Inputs are the coordinates of the nodes parameterizing the
geometry shape, and outputs the target objective values. The SDs are modeled
using the derivatives of the networks outputs w.r.t. their inputs, computed via au-
tomatic di erentiation (AD). Since the networks are integrated in a gradient-based
optimization process, it is essential that their derivatives predictions are as accu-
rate as possible. To achieve this, their con guration is optimized with an EA-based
process, seeking to minimize their prediction error.

This DNN-Driven gradient-based optimization was originally introduced in ([13]). In
the diploma thesis, its extension to multiphase ow problems is explored. Addition-
ally, attempts are made to enhance the generalization performance of the networks,
and various strategies for constructing the training database are examined, with a
focus on the computational cost of the database generation.

1. Chapter 2: An overview of the training process of the DNNs is provided,
highlighting the various hyperparameters that can be tuned during training
and the di erentiation of the models. Finally, the architecture of the Hermite-
DNN is presented in detail.

2. Chapter 3: The proposed DNN-driven gradient-based optimization algorithm
is presented.

3. Chapter 4: The proposed methodology is demonstrated to the ShpO of a
turbine blade-airfoil (C3X). The ow is single-phase and turbulent. Di erent
database construction approaches are compared, focusing primarily on their
computational demands. Various DNN con gurations are evaluated based on
their generalization performance. The quality of the DNN-optimized solutions
is compared to the solutions obtained with the adjoint-driven ShpO.

4. Chapter 5: The proposed DNN-driven algorithm is applied to the ShpO of
an isolated airfoil (RG15). The ow around the airfoil is single-phase and
transitional. Attempts are made to enhance the networks generalization per-
formance and reduce their database construction cost. The obtained solutions
are compared to those of the adjoint-driven optimization, regarding their qual-
ity and the computational time required to obtain them.

5. Chapter 6: The proposed algorithm is applied to the gradient-based ShpO of
a compressor blade-airfoil under single-phase turbulent ow. Its performance
is compared to the adjoint-based optimization in terms of computational cost.

6. Chapter 7: The generalization of this method to multi-phase ows is inves-
tigated. The implementation concerns the ShpO of a hemispherical-cylinder
body. The solutions obtained from the DNN-driven phase are compared to
the adjoint-driven ShpO in terms of solution quality.



Chapter 2

Deep Neural Networks

2.1 Training Process

The DNN's training process is formulated as a gradient-based optimization prob-
lem. In each iteration, the input data propagate through the network's layers to
generate predictions. The discrepancy between these predictions and the target
values is quanti ed using a loss function. The gradients of the loss function w.r.t.
each parameter are computed with AD and are subsequently employed to update
the model's weights. A complete pass of the entire dataset through the network
constitutes one epoch. The hyperparameters that will be tuned during training are
discussed below. The section 2.2 presents the architecture of the DNNs employed
in this diploma thesis.

2.1.1 Weight Initialization

At the beginning of training, the network's weights are initialized with small ran-
dom values ([14]), often sampled from a uniform distribution within each layer. As
with any other gradient-based optimization algorithm, DNNs are sensitive to the
initialization choice. Di erent initializations lead the optimization algorithm along
di erent trajectories, potentially resulting in models with varying performance.

2.1.2 Loss functions

Loss functions o er a way to asses the model's predictions, by quantifying their
discrepancy from the target values. Numerous loss functions have been proposed; the
most common ones for regression tasks are Mean Squared Error and Mean Absolute
Error, each o ering di erent advantages. The choice between them depends on the
nature of the problem and the characteristics of the database, as explained below.



~ Mean Squared Error (MSE)

MSE ([15]) measures the average of the squared di erences between N pre-
dicted valuesS = [§1;¥b;:::yx] and the targetsS = [y1;ya;:: yn].

1 X
N

i=1

Lmse (é, S) = i %) (2.1)

The MSE is di erentiable at all points, which ensures a smooth and stable
training process. By computing squared di erences between predicted and
target values, MSE ampli es larger errors. This characteristic makes it suitable
when the presence of outliers needs to be penalized. In contrast, in scenarios
where outliers should have minimal in uence, or when the dataset contains
noisy samples, the use of MSE might skew predictions and subsequently a ect
the model's performance.

" Mean Absolute Error (MAE)

MAE ([15]) computes the average of the absolute di erences between N pre-
dicted valuesS = [§.;¥b;:::y\] and the targetsS = [y1;ya;::: Y]

X
L mae (§;S) = Ni iyi % (2.2)

i=1

The MAE treats all errors equally. It is less sensitive to outliers and prevents
them from in uencing the training process disproportionately. Consequently,
MAE would be more preferable when the dataset contains noisy samples ([16]).
It is not di erentiable at zero, however such small errors are rarely encountered
during training.

2.1.3 Dierentiation of DNNs and Backpropagation

After computing the prediction error, the next step involves computing its partial
derivatives w.r.t. each of the network's parameters (weights and biases). The for-
ward pass through the network can be expressed as:

a=8+hw (2.3)
h' = f(a) (2.4)

wheref', W', and b denote the activation function, weight matrix, and bias vector
of the I-th layer, respectively, where | [0, ...,L]. For I=0, the tensor h°® contains
the input features of the network. At the nal layer I=L, the output tensor h-
corresponds to the network's predictionsy(®



The gradients of the error w.r.t. each parameter are calculated using reverse-mode
automatic di erentiation (RAD) ([17], [18]). To implement this, all intermediate
computations during the forward pass must be recorded. Then, the list of operations
in reversed, and the error is propagated backwards, starting from the output and
proceeding to the inputs. The back-propagation algorithm is presented below.

1. The gradient of the loss function w.r.t. the predictions for each training pattern
is computed:

g=r9L

2. The gradient is propagated backwards, through the activation function, to
obtain the gradient w.r.t. the pre-activation values::

g r aJ=g f4a)
3. The gradients w.r.t. the weight and biases of the I-th layer are computed as:
r HJ =0
rwid = hl UTg
4. Finally, the gradient is propagated to the previous layer's activations:

ry1d = gW't

Steps 2-4 are repeated for all the hidden layers. Similarly to the backpropagation
of the loss, the gradients of the networks outputs w.r.t. the input variables can be
computed. Figure 2.1 presents the computations during the forward and backward
pass on a two-layer DNN, including the computation of the gradients w.r.t. the
inputs. The accuracy of these gradients, depends on the network's topology (number
of neurons and layers), the resulting weights, hence the training con guration, and
the activation function's outputs and derivatives.

Figure 2.1: Computational graph of a two-layer DNN. Forward and backward
propagations are presented. Figure from [ittps:// medium. com/ data-science/
neural-networks-iv-the-graph-approach-cb25590a7f24 ).



2.1.4 Activation Functions

This Section provides an overview of the activation functions considered in this work.
The linear activation function returns the input x scaled by a constant c. Since it
does not introduce any non-linearity, its use can limit the network's ability to learn
complex representations.

linear (x) = cx (2.5)

The sigmoid activation function ([19]) is de ned as:

1
l+e

sigmoid(x) = (2.6)
It exhibits a smooth, S-shape curve and maps every input between [0,1]. The hy-
perbolic tangent (tanh) activation function ([19]) is given by:

e e
tanh(x) = P (2.7)

Like the sigmoid, it squashes the inputs, but into the range [-1,1]. They both
face a limitation: the gradients for small or large inputs become small, leading
to the vanishing gradients phenomenon. Vanishing gradients occur, especially in
rst layers of deep architectures, when the gradients w.r.t. some parameters are
extremely small, resulting in minor updates and slowing down the learning process.
The Recti ed Linear Unit (ReLU) ([19]) is computed by:

ReLU(x) = max(0;x) (2.8)

ReLU is similar to the linear activation function, except that it outputs zero for
negative inputs. It has been widely used in deep networks due to its simplicity and
improved performance. For positive inputs, the gradients are consistent, which helps
mitigate the vanishing gradient problem. However, for negative inputs, the neuron
consistently outputs zero and becomes inactive. When a signi cant fraction of the
neurons remain inactive, the network's learning capacity diminishes. This is known
as the "dying ReLU" phenomenon. The Gaussian Error Linear Unit (GELU) ([19])
Is a non-linear activation function:

1 P
GELU (x) = x( x) = QX[1+ erf (x= 2)] (2.9)
GELU is a smooth activation function, that is able to model negative values and

gradients. The activation function outputs and their derivatives are illustrated in
Figure 2.2.

10



(a) Activation function outputs (b) Activation derivatives

Figure 2.2: The activation function outputs (left) and their derivatives (right).

2.1.5 Optimizers

Optimizers iteratively update the model's weights and biases to minimize the train-

ing loss. First-order optimization algorithms, use the rst gradients of the loss

function to their parameter update rules. Several optimization methods have been
developed for training deep neural networks; the algorithms utilized in this study

are analyzed below.

[) Adam Optimizer

Adam ([20]), short for Adaptive Momentum Estimation, is a rst order optimization
algorithm, suitable for training large networks, in terms of data and/or parameters.
Adam combines the advantages of two popular optimization methods in deep learn-
ing: Momentum and RMSprop.

Momentum-based gradient descent computes an exponential moving average of the
previous and current gradients, denoted as;, and uses this to update the pa-
rameters. Keeping track of past gradients accelerates convergence and helps the
algorithm avoid local minima. The update rule is:

me= 1m; 1+(1 1) 0 (2.10)

Wy = W, ¢ am (2.11)

O = %’- represents the gradient of the loss function w.r.t each parameter of the
network, ; is the momentum factor, is the learning rate, and w, w; ; are the
weights of the network at time steps t, t-1 respectively.

RMSprop is an adaptive learning rate optimization algorithm. It maintains an
exponentially moving average of the squared gradients, denoted as to adjust
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the learning rate for each parameter individually during training. This adaptive
mechanism reduces oscillations and stabilizes the training process.

U= U 1+ (1 2)th (2.12)

W = W 1 (213)

(W )i
¢’ is the squared gradient at timestep t, , the decay rate, and a small constant

to avoid division by zero.

The weight update rule for Adam is derived by combining Eq. 2.11 & 2.13. Ad-
ditionally, since m; and u; are initialized as zeros, they are biased towards zero at
the beginning of training, herein Adam employs the biased-corrected estimates as
follows:

mt
W = W T (214)
2 +
M, = 1mt : (2.15)
1
o= o (2.16)
2

[1) AdamW Optimizer

AdamW ([21]) is an extension of the Adam algorithm, that incorporates weight
decay in the parameter update rule. Large weights make the network more sen-
sitive towards changes to its inputs and increase the risk of over tting. Weight
decay encourages for smaller, more robust weights, which can enhance the model's
generalization performance. Instead of adding a penalty term to the loss function,
AdamW decouples the weight decay, so that it doesn't interfere with the adaptive
learning rate dynamics. The update rule is:

it
Wy = Wt 1 1 Wi 1 (217)
G2 +

where is the weight decay rate, with default value to 0.004.

[1) Adamax Optimizer

Adamax ([20]) is an extension of Adam, that adapts the learning rate using the
in nity norm, instead of the average of the squared gradients used in Adam. This
approach is e ective when dealing with sparse gradient matrices, and parameters
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with large variations.

my
W = W, —_ 2.18
t t 1 (1 i)ut ( )
me= 1m; 1+(1 1) G (2.19)
U = max( aU; 1;jGj) (2.20)

2.1.6 Learning Rate

The learning rate of the optimizer is a fundamental hyperparameter in deep learning,
as it controls the step size at gradient descent. A high learning rate can cause
overshoot of the minimum or even divergence, while a small one may result in slow
convergence. The ideal one typically involves a balance between stability and speed,
and depends on the speci ¢ training con guration and the architecture of the DNN.

A common strategy involves starting with a relatively large learning rate, since the
weights in this phase are far from the optimal, and gradually decrease it. This allows
for rapid initial progress and ner updates as the model approaches a minimum.

2.1.7 Batch size

Batch size refers to the number of samples processed in a single forward and back-
ward pass of the network. It in uences both the convergence speed and the model's
overall performance. Larger batch sizes reduce the training time per epoch. Usually
when dealing with large databases the number of samples that can be processed in
each iteration is constrained by the available memory resources. Although larger
batch sizes provide more accurate gradient approximations, it has been observed
that such training con gurations might result in a degradation of the model's gen-
eralization performance ([22]). In contrast, small-batch training of DNNs yields
solutions with better generalization capabilities. This improvement is attributed to
the noise introduced by smaller batches in the gradient estimates, which acts as
a form of implicit regularization and helps avoid over tting. ([23]) highlights that
mini-batch training -ranging from 2 to 32- achieves better test accuracy. The opti-
mal batch size depends on factors such as the dataset's size and the complexity of
the network.
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2.1.8 Generalization capabilities

In the training of DNNs, the objective extends beyond minimizing the training
loss; it also involves identifying minimizers that have accurate predictions on unseen
inputs. Figure 2.3 illustrates various scenarios that can be encountered during train-
ing. Under tting occurs when the model is too simple to capture the underlying
patterns in the data, leading to poor performance on both the training and valida-
tion sets. In contrast, over tting refers to a case in which the model memorizes the
training data in detail, but fails to generalize on new inputs.

Figure 2.3: lllustration of under tting (left), optimal t (center), and over tting
(right) scenarios in model training. Figure from ( https: // evolucionapps. com/
understanding-overfitting-and-underfitting-in-machine-learning/ )

Over tting occurs when the model is overparameterized relative to the complexity of
the patterns it is expected to learn. In such cases, its capacity enables it to memorize
noise or less meaningful details. When feasible, increasing the number of training
patterns can help address this issue. In this work, cost constraints necessitate the use
of small databases. Therefore, the primary focus is on identifying DNN architectures
and training con gurations that exhibit better generalization performance. Several
regularization techniques, that can be imposed during training, have been proposed
to prevent over tting. These include:

1. Early stopping: ([24]) To assess generalization during training, the dataset
is split into training and validation subsets, following the commonly adopted
80{20 % rule. In the early stages of training, training and validation losses
typically decrease together. As training progresses, the validation loss may be-
gin to increase, indicating the onset of over tting. Early stopping, terminates
the training process at this point, in order to preserve the parameters at their
optimal values for generalization.

2. Weight decay: Weight decay is a widely used regularization technique that
penalizes large weights. It suppresses irrelevant components and reduces the
tendency to memorize noise from the training features ([25]). Weight decay
can be expressed in various forms, including adding a penalty term to the
loss function (L1, L2 regularization) or incorporating decay directly into the
parameter update rule ([26], [21]).
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2.1.9 Pruning

DNNs are frequently over-parameterized, with only a subset of their weights sig-
ni cantly in uencing predictions. Pruning techniques aim to remove redundant
parameters |such as individual weights, neurons in dense layers, or lters in con-
volutional layers| that have minimal impact on the network's overall performance.
The primary objective is to reduce the network's size while maintaining its accu-
racy. Additionally since pruning suppresses noise during training, it can potentially
improve the generalization performance. Pruning strategies are typically catego-
rized as unstructured ([27]), where individual weights are removed, and structured
([28]), which involve removing entire architectural components such as neurons, or
Iters. The DNN architecture prior and after pruning is presented in Figure 2.4.
While structured pruning yields greater bene ts in terms of model compression and
inference speed, it leads to higher degradation in accuracy due to the removal of en-
tire computational blocks. The sparse matrices produced by unstructured pruning
can be stored using formats such as Compressed Sparse Row (CSR) or Compressed
Sparse Column (CSC), which retain only the non-zero values and their correspond-
ing indices. These representations require only 2a+n+1 entries, where a denotes the
number of non-zero elements and n the number of rows (in CSR) or columns (in
CSC). A more detailed presentation of compression algorithms that can be applied
on pruned networks is provided in ([29]). This diploma thesis focuses on unstruc-
tured pruning of dense layers; each connection is evaluated independently, and those
that do not satisfy speci c criteria are removed.

Figure 2.4: DNN architecture before (left) and after (right) pruning. In
unstructured pruning, individual weights are set to zero, creating sparse
connections between the layers, while in structured pruning entire neu-
rons are removed. Figure from (ttps:// vitalitylearning. medium. com/
neural-network-node-pruning-a-keras-implementation-on-mnist-e696f4276e2f )

Several pruning criteria have been proposed in the literature; commonly used meth-
ods prune based on magnitude, or loss change. Magnitude-based pruning considers
the weights, lters, etc, with larger values more important for the predictions, while
those with absolute values below a threshold contribute less and can be trimmed.
([27]) utilizes a magnitude-based iterative pruning algorithm, applied gradually un-

til the desired prune-ratio is achieved. ([28]) prunes lters based on the sum of the
absolute values of their kernel weights. The method presented in ([30]) estimates
the importance of each weight by computing a Taylor expansion for the change in
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the loss function resulting from the removal of the speci c connection. A thorough
overview of pruning algorithms is presented in ([31]). This work adopts a magnitude-
based criterion, introduced iterative during training, as described in ([27]). Sparsity
is increased gradually, giving the model the appropriate time to adapt to the fewer
parameters. This can achieve better accuracy levels at higher prune-ratios, com-
pared to one-shot pruning methods applied prior or after training ([31]). Training
begins with a fully connected network. At speci ¢ optimizer steps, as speci ed by a
user-de ned schedule, pruning is applied: the weights are sorted according to their
absolute values, and those below a threshold are pruned. Training proceeds with the
remaining parameters, allowing the network to adapt to its sparse structure. This
pruning cycle is repeated until the desired sparsity is achieved, or a user-de ned
stooping criterion of pruning is satis ed. In the developed code, a binary mask is
assigned to each trainable layer of the network, with the same shape as the weight
matrix of that layer. The mask contains the value of O at the indices of the pruned
weights, and the value of 1 at those of active weights. During the forward pass,
pruned weights do not contribute to the network's output. The binary masks are
applied to the backpropagated gradients, ensuring that pruned weights receive no
updates and remain inactive. These masks are updated only when pruning is ap-
plied and remain xed throughout the remaining training process. The pruning
algorithm, along with the evolution of the number of remaining parameters in the
network, is illustrated in Figure 2.5.

(a) Pruning algorithm (b) Remaining parameters

Figure 2.5: The pruning algorithm (left) and the network's parameters at di erent
phases of training (right).
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2.2 Hermite-trained DNNSs

2.2.1 Hermite interpolation

Hermite interpolation ([32]) is applied in cases where both the function values and
their rst derivatives are known at Ng interpolation points. It computes a polyno-
mial, that together with its rst derivatives, satis es the given function and deriva-
tive values at each node. This polynomial can be expressed as a linear combination
of orthogonal polynomials, called Hermite basis polynomials. Two types of Her-
mite basis polynomials are de nedH;(x), where j=1,..,Ns, that contributes only

to the value of the function for the j-th point, without being involved in satisfying
the derivative value andH; (x) that has the exact opposite role. As a resultH; (x;)
must return the value of 1 when evaluated at the i=j point, where i=1,...,N and zero

_0
at any other point, while H; (xi;) must equal 1 at the j-th point and zero otherwise.

Hj()= | Hx)=0
Hi(x)=0 Hj(x)= |

(2.21)

The Hermite basis polynomials are de ned using the Lagrange basis polynomials
(L):
Hi)=(1  2L/05)(x  x))(L;(x)? (222)

Hi(x) = (x  x)(Lj(x))? (2.23)

The Hermite interpolation equation is expressed in Eg. 2.24 as a linear combination
of the basis polynomials:

X X
Q(X)=_ YJHJ(X)+_ y/H; (x) (2.24)

2.2.2 Hermite DNN con guration

EqQ. 2.24 can be written in matrix form as:
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2 2 32
a(Xi= 1) Hj-1 (Xiz1) Hj=2(Xi=1) ::: j Ns (Xi=1)
§g<x. z)z § ) Hi () 5 Hiw (0 z)zg

g(Xi=n;) jzl(xist) Hj=2 (Xi=ng) 11t szNs(Xist) Yj=Ns

. 32 (2.25)
Hjz1(Xiz1) Hj=(Xi=2) i1 Hj=n,(Xi=ns) Yi=1

E = 1(X| 1) HJ—Z(XI—Z) 100 Hj=ng(Xi=ng zgyjzz z
H; 1(X| 1) Hj 2(X| =2) szNs&Xi:Ns) yjoz.Ns

The rst term of Eq. 2.25 consists of the product of anls  Ng] matrix, whose
entries are the values of theH; basis polynomials evaluated at each of the Nn-
terpolation points, and a vector containing the N function values. Similarly, the
second term is the product of anNs  Ns] matrix, formed by the values of theH;
polynomials at the same points, and a vector containing the J\derivative values.
Based on the properties of the basis polynomials of Eq. 2.21 thi, H; matrices
equal the identity and zero matrix respectively. The Hermite interpolation method
was formulated for a function with one design variable. The generalization to higher
dimensions can be complicated. In this diploma thesis an alternative generalization
method is implemented, where instead of the explicit computations, the interpola-
tion function (g) is approximated using DNNs ([13]). The network consists of two
branches, name®ync , Bgrad. Each branch models the corresponding term of Eq.
2.25 and determines the contribution of the function and derivative values to the
total interpolation function. The outputs from each branch are summed up to form
the DNN's output with the prediction of g. The DNN's branches architecture is
shown in Figure 2.6 and discussed next.

The input data (X) correspond to the values of the design variables. Both branches
share the same input data, hence the architecture of the input layer is identical
in each one. Each branch contains a series of hidden layers, whose architecture is
user-de ned and should not necessarily be the same. In all the cases, the hidden
layers consist of fully connected layers, however di erent types of layers can also
be incorporated. Following the hidden layers, an additional layer is introduced, to
be referred as basis layer, with number of neurons equal to the number of training
patterns, Ns. When the entire database is processed the output of the basis layer
forms an Ns  Ng] tensor, that serves as surrogate of the basis polynomials.

To compute the rst term of 2.25, the H; matrix is multiplied with the vector of
target function values. To achieve this within theBs,,. branch, a fully connected
layer is introduced, consisting of a single neuron. This layer is non-trainable, and
its weight matrix of size Ng 1] is initialized with the normalized target function
values. As a result, the output of this branch (Ns 1]) will hopefully act as the
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rst term of the Hermite interpolation function.

The Bgag branch has similar structure as theBg,nc branch, except for the output
layer, which consists ofN, neurons|equal to the number of design variables and
thus to the dimensionality of the input layer. The output layer's weights are non-
trainable and de ned by the [Ns Np,] matrix with the target derivatives of the
normalized outputs with respect to the normalized inputs. Thus, the contribution
of each partial derivative will be taken into account, by addingN, terms to the
interpolation function, similar to the second term of Eq. 2.25.

The output layer of the network contains a single neuron, as this diploma thesis
considers only one target. This neuron uses a linear activation function. The outputs
from the two branches are combined into a single tensor of shapés[ (Np + 1)].
This combined tensor then passes through the output layer, where the contributions
of each term are added to produce the predictions of the Hermite interpolation
function.

Figure 2.6: Hermite DNN architecture

Input (x) and output (y) data of the networks are normalized with the minimum and
maximum values encountered in the samples. The normalization process scales the
entire dataset to the same range and ensures that each feature contributes equally
during learning.

Xk Xk;min

Xk = 2.26

“ Xk;max X k;min ( )
Y Ymin

= — 2.27

y Ymax Ymin ( )
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Xkmin » Xkmax represent the minimum and maximum bounds of the k-th design
variable, where k=1,..,N,, X is the dimensional value andk, the normalized one.
The derivatives of the normalized outputs w.r.t. the normalized inputs are rescaled
using Eq. 2.28:

d Y Ymin
dy - Ymax  Ymin ) — dY X k;max X k;min (2 28)
ka d Xk Xk; min dxk Ymax Ymm .

X k; max X k; min

While in standard training of DNNs, the loss function to be minimized is the error
between the DNN's predictions ¥) and the normalized target values, in Hermite
training of DNNSs the error between the predicted derivatives§,¥) and the target
ones PyYy) must be included in the loss function, hencll, terms will be added that
measure the error of each partial derivative. Herein, the network will be trained
to match the function's values and after being di erentiated, to predict the target
derivatives. The LOSShermite CONsists of the Ny+1) terms of Eq. 2.29, where |
represents the loss function used in each one.

Wb
L Hermite = W1 \0(y;9) + Wik (ka A ka 9) (2-29)
k=1

Since no restrictions are applied, the properties of the basis polynomials in Eq. 2.21
are not necessarily satis ed and the contribution of each branch will be determined
during training. Although y,$ range in [0,1], the normalized derivatives¥,y, D¥)
does not necessarily have the same bounds, since their values are determined from
the values of SDs and DNN's input and output. Dierent scales of function and
derivative terms can be ine ective for the learning process of the network. Learning
can be balanced by adjusting the weights of each term &oSShermite accordingly.
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Chapter 3

The Proposed DNN-driven
Optimization

3.1 The RANS equations

The Reynolds Averaged Navier Stokes (RANS) equations for single phase ows are
expressed:

\") IS
RMF = @h’ @k =0 (3.1)
D4 19
inviscid viscous
The inviscid and viscous uxes are given by:
2 3 2 3
u g 0
_ Uil + P _ 1k
ok = @ U2Uk + P k= 2k (3.2)
UsUk + P sk 3k
u kh Uk + Gk

where is uid's density and p the static pressure. The viscous stresses are computed

as:

e+ Qu 0w 20w
@% @x 3@«

In this diploma thesis, a cavitating ow is also considered, for which the homoge-

neous two-phase approach is employed. Both phases (liquid and vapor) share the

same velocity and pressure elds, and are distinguished from their volume fractions.

A volume fraction is de ned as the ratio of each phase's volume in a computa-

tional cell, to the total volume of that cell. The mixture's density ( ), and dynamic

viscosity ( ) are computed as a weighted-sum of each phase's properties:

(3.3)

=f(a)= a+ v (3.4)
=d@)= a+ vy (3.5)
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1; 1 Sstand for the density and dynamic viscosity of the liquid phase, and,; , for
the corresponding ones of the vapor phase. Since the two phases share the same
pressure and velocity elds, the RANS are solved for the mixture:

er:/IF - % @m(s cav,MF — (36)

@4 @y [

inviscid viscous

The viscous, inviscid uxes, and the source terms are given by:

2 3 2 3 2 3
Uk 0 e (Mcond  Mevap)
v _ g Uil +p 1ké . gvis _ g 1ké. cav,MF _ E 0
nk — g nk — ’ Sn -
UUk + P 2k 2k 0
UaUg + P 3k 3k 0
(3.7)

The liquid volume fraction is computed by the mass conservation of the liquid phase:

RVF - @aJJ Scav,VF - O (38)

@x

where 1
SeavVE = _I (Mcond  Mevap) (3.9)
a+a =1 (3.10)

The condensation and evaporation mass rates are computed using empirical formu-
las, speci cally the cavitation model proposed by Kunz et al. in ([33]).

Cavitation model Mevap Mcond
max(pvap _P;0) i
Kunz Ce Val 0:5 ‘uzref tref CC v Vtref

Table 3.1: Evaporation and Condensation mass rates.

Ce, C. are empirical coe cients, pya IS the constant vapor pressurees , tier are
the reference velocity and the time scale. The viscous stresses are:

@u  @u
nk =( + 1) @x + a@x (3.11)
The CFD tool used in this diploma thesis, is the GPU-accelerated solver PUMA
developed by PCOpt/NTUA ([34]). PUMA solves compressible and incompressible
ows using the vertex-centered nite volume method on unstructured and hybrid
meshes. Additionally, PUMA enables surface parameterization via Volumetric Non-
Uniform Rational B-Splines (NURBS) ([35]). Several mesh-morphing techniques are
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available, that can be used as standard morphers or during an optimization process.
A variety of turbulence and transition models are implemented in PUMA. In this
diploma thesis, the Spalart{Allimaras turbulence model ([36]) is utilized, and when
needed, a version of the Re transition model, namely the version proposed by
Piotrowski&Zingg (SA-sLM2015) ([37], [38]).

3.2 The Spalart-Allmaras Turbulence Model

The Spalart-Allamaras turbulence model ([36]) solves an additional partial di er-
ential equation (PDE), for the turbulence eld variable ~ The PDE is presented

in Eq. 3.12. The turbulent viscosity ( ;) is computed using Eq. 3.13. In case of
cavitating ow simulations, the equation is solved for the liquid-vapor mixture.

@@‘Uk) @ ( +~)@
X @x @x

e e

R™ = =
C2@x @x

P.+D.=0 (3.12)

t=~f w (3.13)

where the production (P) and dissipation (D) terms are:

Co1

P.= cu(l f)S< D-= Gufw —fo — (3.14)

More information about the constants of the Spalart-Allmaras turbulence model are

provided in ([36]).

3.3 The {Re Transition Model

The -Re ([37]) transition model solves two additional PDE, for the transition
intermittency ( ), and the transition momentum-thickness Reynolds numberRe ):

_ Quy ) @ ot g _
R = @x @x +" . @x P +#D 0 (3.15)
RF'\'et - @ uéiet) @C?s . ( t+ ) %it Pt DSCF =0

Piotrowski & Zingg proposed smoother approximations for the source terms, forming
the version SA-sLM2015 ([38]). The transition model is coupled with the Spalart-
Allmaras turbulence model, by a ecting its source terms as:
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P.= ¢S~ (3.16)
2
D.= Cuifw — (3.17)

More information for the source temrs and the constants of each model are provided
in ([37], [38]).

3.4 The Adjoint-Driven Optimization Process

In each optimization cycle in a gradient-based process, the primal, here the RANS
equations, is solved. Then, the computation of the derivatives of the objective
function w.r.t. the design variables, also referred to as SDs, are required. The
adjoint method is used to compute the SDs, either in its continuous form or with
consistent discretization schemes ([39], [40]).

The continuous adjoint approach constructs an augmented objective function, which
combines the objective sought to be minimized and the integrals, over the ow
domain, of the products of the primal residuals and the adjoint variables. Once the
primal has converged, and their residuals are close to zero, the augmented equals the
objective. The augmented function is then di erentiated w.r.t. the design variables.
From the di erentiation integrals are formed that include derivatives of the ow
variables w.r.t. the design variables. To avoid the computation of that terms, the
multipliers of these derivatives are set to zero. This forms the eld adjoint equations,
that are discretized and solved, at a computational cost approximately equivalent
to that of solving the primal equations.

3.5 DNNs as surrogates of the CFD-solver

Two DNN-driven optimization strategies are compared in this diploma thesis. The
rst one is presented in Figure 3.1 and discussed next.

1. Parameterization:  To construct the database used for training of the DNNSs,
a set of potential geometries must be generated. This is achieved by sampling
the design variable space, to create various combinations of the control points
positions. Each combination corresponds to a di erent geometry. Sampling
is implemented with Latin Hypercube Sampling (LHS) ([41]). LHS generates
N samples in [01)¢, where d is the number of design variables. For each one
it places a point in every [=N; (j + 1)=N) interval at random position, for
j=0,..N-1. LHS ensures the samples are representative of the real variability,
even at small datasets.
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2. Mesh-adaptation and CFD-evaluation: A grid displacement method is
employed to adapt the mesh to the modi ed geometry. The geometry is then
evaluated using the CFD-solver, and the results are added the database. For
each sample, besides the primal evaluation, the SDs are also included in the
database. Given the computational cost of these evaluations, the number of
samples is kept as small as possible.

3. DNN training:  DNNSs are trained on the constructed database. Inputs to the
models are the design variables, and output the objective function prediction.

4. DNN-driven gradient descent: The optimization process is initiated from
the baseline geometry. During this phase, the expensive primal and adjoint
evaluations are replaced by the cost-e cient DNN surrogates.

5. CFD re-evaluation of the optimized solution: The solution obtained
from the DNN-driven optimization is evaluated on the CFD tool. If the opti-
mized solution satis es the desired accuracy, the optimization process can be
terminated. Otherwise, the re-evaluated geometry is added to the database
and steps 2-3 are repeated. The new gradient descent begins from the previ-
ously optimized solution.

Figure 3.1. Representation of the rst DNN-driven optimization process.

The second one employs a hybrid adjoint and DNN-driven optimization approach, as
shown in Figure 3.2. During the early optimization cycles, the ow elds and SDs are
computed using the CFD-solver. Each intermediate geometry is stored, to construct
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the DNN database. After a few initial cycles, the adjoint-driven optimization is
stopped. The optimization process resumes, starting from the last candidate solution
obtained by the adjoint-driven phase. In this second phase, the optimization is
driven exclusively by DNNs. The DNN optimized geometry is re-evaluated on the
CFD tool, to verify its accuracy. Based on this evaluation, the designer may choose
to continue the optimization. If so, the new geometry is added to the database,
the networks are retrained, and the DNN-driven optimization is repeated using the
updated models.

Figure 3.2: Demonstration of the second DNN-driven optimization.

Each DNN con guration used in this diploma thesis, is optimized with the in-house
evolutionary software, EASY ([42]). EASY is a general purpose, high- delity soft-
ware develop by PCOpt/NTUA. It is based on generalized evolution algorithms and
can be used for single- and multi-objective optimizations. Additionally a coupling
possibility with low-cost on-lime metamodels is available, to reduce the EA-based
optimization turnaround time. The DNN optimization using EASY was introduced

in [40]. The enhancement of this setup is also investigated in this diploma thesis, as
demonstrated in Chapter 4.

3.6 The L-BFGS Algorithm

In optimization second-order methods utilize the Hessian matrix, which consists of
the second-order partial derivatives of the objective function. The Hessian contains
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information about the curvature of the objective, and enables fast convergence near
the optimum. However, constructing it is computationally expensive. Quasi-Newton
methods approximate the inverse Hessian matrix, preserving the fast convergence
advantages of second-order methods while avoiding the computational cost of com-
puting the Hessian directly. They have the following update rule:

k+1 k

X X agHgr f(x) (3.18)

whereHy is the approximation of the inverse Hessian matrix at time-step k. Specif-
ically, the BFGS algorithm uses the following formula for updating the H matrix:

Hei1 = VkTHka + kSkS-Ik— (319)
where

Sk = Xk+1 Xk

Ve = f(Xesr) T F(Xk)
k:l:y[sk

Vi=1 kYk Sk

The L-BFGS method ([43]) is used in the shape optimization studies of this work. It

is a variant of the BFGS algorithm, that rather than storing the full approximation

of the inverse Hessian matrix, retains only the most recent m values of s,y, since these
have a greater impact on the approximation. TheHy is constructed by updating

a symmetric, positive de nite Hy matrix m+1 times using the pairs [si;yi]:‘:k "o
where m=min(k,m-1):

Hier = (V0 m)Ho(MMe m 2 W)
+ (VT me)Sk mSe (Vi mat 200 V)

+komet (Vi 1TV a2 )Sk met Somer (Vi mez 151 VK)

+ kSkSE
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Chapter 4

Single-Phase Turbulent Flow
around a Turbine Blade-Airfoill

4.1 Introduction

In this Chapter, the aerodynamic ShpO of the C3X turbine blade-airfoil is per-
formed. Aim of the optimization is to minimize the massed-averagqu losses of the
cascade ( p;), while preserving the exit ow angle @ey ) close to its original value.
The employed Hermite-DNNSs are trained to predict the objective values and, after
they are di erentiated, their SDs. Once trained, these networks are utilized to drive
the gradient-based ShpO of the blade-airfoil, by substituting both the primal and
adjoint computations. In the rst part of this Chapter, the entire ShpO process is
implemented using networks trained on a database generated by the near-random
LHS. Various DNN con gurations are compared, regarding their generalization ca-
pabilities, and the memory requirements for storing them. In the second part an
alternative approach is implemented. The ShpO during the initial cycles is driven
by adjoint; after a speci ¢ number of cycles the CFD evaluations are substituted by
the DNNs predictions.

4.2 Flow conditions and parameterization

The C3X is a cooled turbine blade, introduced in [44], and has been widely studied
in heat transfer and optimization cases. The ow inlet and outlet conditions are
illustrated in Table 4.1. An unstructured computational mesh of approximately
95K nodes is generated. The mesh is shown in Figure 4.1.
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Flow Conditions

Inlet total temperature (K) | 808
Inlet total pressure (bar) 2.44
Inlet ow angle () 0
Outlet static pressure (bar)| 1.43
Working uid Air

Table 4.1: The turbine blade-airfoil case: Flow Conditions.

Figure 4.1: The turbine blade-airfoil case: Computational mesh of the whole domain

(top) and the region near the solid boundaries (bottom).
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The airfoil is parameterized using a 6 x 3 NURBS lattice, shown in Figure 4.2,
that controls the airfoil's shape. The lattice is equidistant in each direction. The
black points remain xed during the optimization and the red ones are free to
move in the cord-wise and pitch-wise direction with a maximum displacement of
0:15d around their initial values, where d represents the distance of adjacent control
points in each direction. This results to 32 design variable®@ R®?). During the
optimization process, a grid displacement method is used to adapted the mesh to the
design variables displacements. In all cases, the Inverse Distance Weighting (IDW)
method is used ([45]). The displacement of each mesh node is the average of the
displacement of each CP weighted by the inverse of its distance from the specic
node. Nodes near the parameterized geometry are displaced more, while far eld
points are not in uenced signi cantly.

Figure 4.2: The turbine blade-airfoil case: Blade-airfoil parameterization.

4.3 DNN Con guration and Training

Two separate DNNs are build for p; and ae , in order to ensure high accuracy
on the SDs predictions. The database to be used for training of the networks is
created by modifying the geometry of the baseline airfoil. The design variable space
is sampled to create 29 di erent combinations of the Control Points (CPs) position.
Sampling is implemented with LHS and for each sample the primal and adjoint
problem is solved, thus p, aeit and their SDs are computed. These quantities,
along with those of the baseline geometry, compose the DNN databa$#B( s ).
Development, training and di erentiation of DNNs is carried out in the Tensor ow
framework using Python ([46]). Input to each branch of the DNNs is the [N32]
tensor containing the coordinates of th®B s samples, where N is the number of
samples the DNN processes at the training or validation step. The outputs of each
branch are concatenated to form the output [KD1] tensor, containing the predictions
on the target values. The DNNSs are then di erentiated to produce an [N32] tensor
with the predicted derivatives. To asses generalization during training, the database
is split in training and validation patterns, using the commonly adopted 80%-20%
rule. As a result, the networks are trained on 24 samples, with a xed set of 6
samples used for validation.
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In order improve the accuracy of the DNNs predictions their optimal con guration

should be identi ed. Herein, the DNN architecture and hyper-parameters are opti-
mized with the in-house evolutionary algorithm software, EASY. For each network,
two optimizations of their con guration are carried out, and these will be illustrated

below.

4.3.1 First DNN con guration optimization

The optimized hyperparameters in this case include the number of hidden layers,
the number of neurons per layer and the selection of activation functions. This
setup was originally introduced in ([40]). The number of hidden layers in each
branch range from 3 to 10. The number of neurons are expressed as a power of
two and can be selected between® 2and 2!2. All hidden layers share the same
activation function, while di erent activation functions may be assigned to the nal
layers of each branch. The remaining DNN's hyperparameters are xed, to user-
de ned choices. More speci cally, the optimizer is Adam with its default learning
rate of 0.001. The batch size equals the number of training samples, and the loss
function used during training is MSE. The objective, to be minimized by EASY,

is the Lyermite Measured on the entire database (30 samples), after the DNN (to
be referred as DNN) has been trained for the rst 200 epochs. Training of each
candidate network does not reach convergence, as this would signi cantly increase
the cost of the EA-based process. Instead, the number of epochs is calibrated,
to ensure that the resulting predictions are both reliable and representative of the
network's performance. The optimized architectures are listed in Tables 4.2 & 4.3.

DNN Pt
Activation Function
Layers Neurons y y
Hidden Layers | Final Layer
Btunc 8 128-2048-512-1024-64-256-24+1 Gelu Tanh
Bgrad 6 2048-4096-1024-64-24-32 Gelu Sigmoid

Table 4.2: The turbine blade-airfoil case: Optimized architecture of p; DNN a.

DNN  &exit
Activation Function
Layers Neurons - -
Hidden Layers | Final Layer
Btunc 7 32-4096-64-1024-2048-2411 Tanh Tanh
Bgrad 5 256-1024-64-24-32 Tanh Sigmoid

Table 4.3: The turbine blade-airfoil case: Optimized architecture ofaeyi; DNN 4.
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Once the optimal architectures are de ned, the DNNSs are trained until convergence
is reached. The loss curves for the p; and ag, models are presented in Figure 4.3,
with the function and derivative components of the loss shown separately. The SDs
loss corresponds to the sum of the individual loss terms associated with each design
variable. Accurately predicting the derivatives, in addition to the target outputs, is

a more complex task; thus, a higher loss is generally expected for the SDs terms.

Figure 4.3: The turbine blade-airfoil case: Training loss convergence (left) and val-
idation loss (right) of p; DNN A (top) and aexit DNN A (bottom). Total loss is the
weighted sum of the function loss and gradient loss.

4.3.2 Second DNN con guration optimization

The design variable space of the DNN con guration optimization is expanded to
explore a broader range of candidate DNN con gurations. Besides the network's
architecture, this optimization regards also its training con guration. Primary goal

Is to identify con gurations than generalize better thanDNN . In addition to the
previously optimized hyperparameters, the optimization of the DNN con guration
includes the selection of the loss function, the batch size, the training pattern shuf-
ing in batch-processing scenarios, and the choice of optimizer along with its initial
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learning rate. The loss function selection is between MSE and MAE. The batch
size varies from 8 to 24 patterns. The optimizer's choice is among Adam, AdamW,
Adamax and Adadelta, with an initial learning rate ranging from 102 to 10 4. The
bounds of the rest design variables of the DNN con guration optimization remain
the same asDNN 5. The objective, to be minimized, is thelL yemite Measured on
the entire database (30 samples) after the DNNs (to be referred &NNyg) are
trained for 240 epochs. Since MAE and MSE yield outputs on di erent scales, at
the evaluation step of the models the MSE is used. The optimized con gurations
are summarized in Tables 4.4 & 4.5

DNN  p
Lavers Neurons Activation Function
Y Hidden Layers | Final Layer
64-2048-512-4096-1024-
Btunc 12 32-32-1024-4096-32-24-1 Gelu Gelu
Bgrad 7 4096-4096-64-1024-32-24-32 Gelu Tanh
Optimizer Loss function Batch Size Shue
(epochs)
Adam
(Ir=0.0007) MAE 16 15

Table 4.4: The turbine blade-airfoil case: Optimized architecture of p; DNN g.

DNN  exit
Lavers Neurons Activation Function
Y Hidden Layers | Final Layer
256-1024-1024-64-1024-32-
Btunc 11 2048-4096-4096-24-1 Gelu Gelu
Bgrad 6 512-1024-32-128-24-32 Gelu Gelu
Optimizer Loss function Batch Size Shue
(epochs)
Adamw
(Ir=0.002) MAE 16 20

Table 4.5: The turbine blade-airfoil case: Optimized architecture ofaeyit DNN 5.

Figure 4.4 presents the training and validation loss curves ofp; and aet DNN .
The comparison of their performance with the corresponding networks of the previ-
ous Section is based on the quality of their predictions on the whole database. Re-
garding the p, DNNSs, it can be observed in Figure 4.5 thaDNN » achieves higher
accuracy on validation p; predictions. However, in Figure 4.@®NN g demonstrates
an improvement in SDs of the validation blade; the value of the higher-magnitude
derivatives are closer to the reference, and the sign in speci c design variables is
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corrected. The predictions oraei: SDs are depicted in Figure 4.7DNN g yields a
closer match to the validation SDs, which is desirable since the constraint that will

be imposed orag,;; during the ShpO is strict.

Figure 4.4: The turbine blade-airfoil case: Top) The training loss convergence (left)
and validation loss (right) of p; DNN g. Bottom) The training (left) and validation
(right) loss curves of agxit DNN g. The convergence of the function and derivative

terms is presented separately.

Figure 4.5: The turbine blade-airfoil case: The p; (right) and aei: (left) values of
the whole database computed with CFD and the DNNs predictions.

34



Figure 4.6: The turbine blade-airfoil case: The p; SDs of the baseline geometry
(left) and a validation one (right), against reference values computed with adjoint.
Baseline geometry is included in the training database.

Figure 4.7: The turbine blade-airfoil case: The baseline geometry (left) and a vali-
dation geometry (right) aexit SDs computed with adjoint and the DNNs predictions.

Expanding the design variable space of the DNN con guration optimization enabled
the discovery of better solutions. Well-chosen values for the additional parameters
of this Section helped theDNN g achieve the same training performance @&NN 4,
however with improved generalization. Ensuring more reliable predictions beyond
the training database is important, since the DNNs will ultimately be used to guide
the ShpO of the airfoil. Shu ing the training patterns proved bene cial for both
models. By randomly rearranging the training data, the model is exposed to varying
subsets in each batch, which helps prevent biases related to the data order. This
encourages the learning of more general patterns and reduces the risk of over tting.
Additionally, a smaller batch size compared to that used in the initial con guration
of DNN A, was found to be optimal, con rming the e ciency of mini-batch training

of DNNs. The optimal choice of loss function and optimizer's learning rate depends
on the speci ¢ problem and should be tuned accordingly for each case.

35



4.3.3 Pruning

This Section explores an additional approach: DNN pruning. Pruning is a widely
adopted technique aiming to reduce the complexity of the network by removing
its redundant parameters. In this work, pruning is applied throughout the entire
network, excluding the nal two layers of each branch and the output layer of the
network. Only the weight matrices are pruned, leaving the biases untouched, since
they are fewer than the weights and their impact on the network's size is smaller.
Two di erent magnitude-based pruning criteria are compared, and their results are
demonstrated below. Each one is applied in an iterative manner with a frequency
of 100 epochs, starting from around the 300th, until the limit of the 600th epoch is
reached. Afterwards a ne-tuning phase follows, until convergence is reached.

The rst approach maintains a gradually increasing sparsity, shown in Figure 4.8.
During the initial epochs, sparsity increases rapidly, followed by a slower rate as
the DNN parameters are progressively reduced. The frequency of applying pruning
depends on the training con guration; however, it should not be applied frequently,
as this may negatively impact accuracy. The global threshold is computed based
on the target sparsity of each epoch. The optimized con gurations are presented in
Tables 4.6 & 4.7.

The second approach adapts a layer-wise threshold, in contrast to the earlier method
that relied on a single global one. Within each layer, the signi cance of weights is
evaluated by computing the mean value () and standard deviation () of their
magnitudes. Weights with absolute values below either- or -2 are considered
less signi cant and can be trimmed. For this approach the optimized con gurations
of DNN g are employed.

Figure 4.8: The turbine blade-airfoil case: Di erent pruning schedules applied to
the DNNs. The sparsity at di erent epochs during training is presented. Sparsity is
de ned as the ratio of the zero-valued weights to the total number of weights (dense
matrix) in the layers targeted for pruning.
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DNN  p
Activation Function
Layers Neurons - -
Hidden Layers | Final Layer
1024-32-2048-1024-256-
Btune 1 256-256-64-32-24-1 Gelu Tanh
Bgrad 7 4096-2048-64-512-256-24-32 Gelu Tanh
Optimizer Loss function Batch Size Shue
Adamw
(Ir=0.0014) MAE 16 No
Table 4.6: The turbine blade-airfoil case: Optimized architecture of p; pruned
DNN c.
DNN et
Activation Function
Layers Neurons y y
Hidden Layers | Final Layer
Btunc 8 1024-32-256-128-512-256-24+1 Gelu Gelu
Bgrad 5 512-512-64-24-32 Gelu Sigmoid
Optimizer Loss function Batch Size Shu e
(epochs)
Adamw
(Ir=0.0027) MAE 16 10
Table 4.7: The turbine blade-airfoil case: Optimized architecture ofaey; pruned
DNN c.

Figures 4.9 & 4.10 present the training and validation loss curves ofp; and agyi
DNN ¢, pruned using each of the prede ned criteria. At low sparsity levels, the
curves are similar to those oDNN g. An increase in loss appears at the 70% target
sparsity, due to the signi cant reduction in network's parameters. Notably, the
networks can still recover during the ne-tuning epochs. No further improvement
is observed on validation predictions, possibly due to the small size of tbB 45 .
For the ShpO only the networks with the lowest validation loss are used. These
correspond to the models pruned with the second approach, according to the mean
value and deviation of each layer's weights. The bene ts of pruning on the network's
size can be observed by applying a standard compression algorithmp, DNN ¢
(84MB) is by 19% lighter than the original dense p; DNN g, while acit DNN ¢
(74MB) by 24%. The bene ts of this approach would be more evident in memory-
constrained environments, where the same prediction quality would be acquired
with a much lighter network. Figure 4.11 presents the sparsity per layer for the two
DNN ¢; their predictions on the p, aeit and their SDs are depicted in Figures
412 & 4.13.
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(a) training loss (b) training loss  p;

(c) training loss SDs (d) validation loss

(e) validation loss p; (f) validation loss SDs

Figure 4.9: The turbine blade-airfoil case: Training and validation loss curves of p;
DNN c. The convergence of the p; and SDs loss terms is compared using di erent
pruning schedules.
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(a) training loss (b) training 10SS @exit

(c) training loss SDs (d) validation loss

(e) validation l0ss aeyit (f) validation loss SDs

Figure 4.10: The turbine blade-airfoil case: Training and validation loss curves
of aexit DNN ¢. The convergence of theaey; and SDs loss terms is also presented
separately.
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(@) Bfunc branch p; DNN ¢ (b) Bgraa branch pi DNN ¢

(c) Btunc branch aeit DNN ¢ (d) Bgrag branch aexit DNN ¢

Figure 4.11: The turbine blade-airfoil case: Sparsity for each branch of the p; (top)
and aeyit (bottom) DNN . Sparsity is de ned as the ratio of the number of pruned
weights to the total number of weights in each layer prior to pruning (dense layer).

Figure 4.12: The turbine blade-airfoil case: The target p; (left) and aexi (right)
values computed with CFD and the DNNs predictions.
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Figure 4.13: The turbine blade-airfoil case: The baseline geometry SDs computed
with adjoint and the DNN ¢ predictions.

4.4 ShpO of the turbine blade-airfoll

Each Hermite-DNN is used to drive a distinct optimization processes of the turbine
blade-airfoil. Each optimization relies exclusively on the DNNs predictions on the
values of the objective function and its SDs. An adjoint-driven optimization is also

performed, using PUMA. For a fair comparison, all optimizations are conducted

using the L-BFGS algorithm. The convergence of the adjoint-driven process and
the solutions obtained from the DNN-driven ones are shown in Figure 4.14. The
objective is:

F=10 ® p+10 (a+1:275Y (4.1)

Whereatarget = @paseline = 1:275ad.

Each optimization cycle requires 3 Time Units (TU), 1 TU for the primal evalu-
ation, and 2 TUs for the adjoint solution. The DB 45 contains 30 blades, as a
result the cost of constructing it amounts to 90 TUs. The optimized solution of
each DNN-driven optimization is re-evaluated on the CFD solver. The re-evaluated
values along with their SDs are added to thédB s and the networks are re-
trained. The optimization is repeated from the latest solution using the re-trained
networks. Two re-trainings are necessary to achieve an optimized solution similar
to the adjoint-driven optimization. Since the cost associated with DNN training
is negligible compared to a CFD evaluation, the total cost of the DNN-driven op-
timization process is 97 TUs. The adjoint-driven optimization requires 37 TUs to
converge to its optimized solution.
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Figure 4.14: The turbine blade-airfoil case: Convergence of the adjoint-driven op-
timization, the DB _xs and the DNN-driven optimized solutions, after they are re-
evaluated on the CFD tool. For each DNN solution, the cost of constructing the
database has been taken into consideration.

As shown in Figure 4.14 only theDNN g -driven optimization achieves a similar
solution with the adjoint-driven one. Although the cost of constructing the DNN
database is higher than that of the adjoint-driven optimization, once the DNN is
trained, it can be re-used to drive an optimization process. For instance, when the
objective changes or an optimization with relaxed constraint needs to be performed
the cost of a DNN-driven optimization is minimal relative to re-starting the entire
optimization process.

4.5 Reducing DNN database construction cost

The DNN-driven optimization of the previous Section had a high computational
cost, due to the higher cost of constructing thé®B s . In order to mitigate this,
the number of training patterns should be reduced. Herein a di erent approach is
explored. A new database is formed, to be referred to &B ,goint , USING the initial
ve solutions of the adjoint-driven optimization. The p, acit Values of these blades
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and their corresponding SDs constitute th®B agoint - As previously, Hermite-DNNs
are employed for this study, and their con guration is optimized using the rst setup
introduced in the previous Section. Due to the restricted number of samples, the
entire database is utilized during the training process. The optimized DNN (to be
referred asDNN p) architectures are presented in Tables 4.8 & 4.9. Training loss
convergence is shown in Figure 4.15, and each network's predictions in Figures 4.16
& 4.17.

DNN Pt
Activation Function
Layers Neurons - -
Hidden Layers | Final Layer
Bfunc 8 2048-64-512-64-512-128-5-11 Relu Gelu
B grad 12 512-128-4096-128-32-64-256- Relu Gelu

1024-32-32-5-32
Table 4.8: The turbine blade-airfoil case: Optimized architecture of p; DNNp.

DNN  aexit
Layers NEUrons Activation Function
Hidden Layers | Final Layer
Btunc 5 4096-128-64-5-1 Gelu Relu
Bgrad 7 256-32-2048-1024-64-5-32 Gelu Gelu

Table 4.9: The turbine blade-airfoil case: Optimized architecture ofaeyit DNN p.

Figure 4.15: The turbine blade-airfoil case: Training loss of p; (left) and aeyj
(right) DNN p. Both models have converged after they are trained for 1400 epochs.
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Figure 4.16: The turbine blade-airfoil case: Training patterns computed with CFD
and DNN p predictions.

Figure 4.17: The turbine blade-airfoil case: p; SDs (left) and agit SDs (right) of
the fth point of the adjoint-driven optimization computed with adjoint and DNN p
predictions.

The adjoint-initiated ShpO from its fth point onward is driven exclusively by the
DNN p, as shown in Figure 4.18. The re-evaluation cycles described before, are ap-
plied during the DNN-driven phase. Three re-evaluations of intermediate optimized
solutions are required to reach a solution of the same quality with the adjoint-driven
optimization. The DNN-driven optimization turnaround time amounts to 25 TUs,
achieving a 32% cost reduction.

A comparison of the Figures 4.14 & 4.18 reveals that LHS yields a representative
sampling of the design variable space, resulting in a database that encompasses a
broader variety of blade geometries. However some designs are far from the optimal
ones, leading to unnecessary CFD evaluations. In contrast, the initial samples gen-
erated through adjoint-driven optimization are concentrated and provide more infor-
mation in the desired direction. This targeted approach ensures that the networks
learn patterns useful for guiding the optimization process, and restricts signi cantly
the database generation turnaround time.
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Figure 4.18: The turbine blade-airfoil case: Convergence of the adjoint-driven opti-
mization and DNN p solutions, after they are re-evaluated on the CFD code.

The optimized solutions are presented in Table 4.10 & Figure 4.19. In Figure 4.20,
the airfoils of the DB ys and DB .4oint are presented. The airfoils generated with
LHS cover a wider range of potential geometries, while the geometries obtained
through the adjoint-driven optimization are closer to the optimized airfoils. The
shape of the optimized geometries is compared in Figure 4.21 with the baseline

airfoil. The Mach number elds are shown in Figure 4.22.

Comparison of the Optimized Solutions

o O8) | (PR Bei () | pegucion 06 | 2ot ()
Baseline - 4:189 10°| -73.08 - -
Adjoint solution 77.83 3260 10°| -73.09 22.18 -0.01
DNN A solution 78.90 3305 10°| -73.10 21.10 -0.02
DNN g solution 77.97 3266 10°| -73.10 22.03 -0.02
DNN ¢ solution 82.84 3470 10*| -73.10 17.16 -0.02
DNN p solution 78.45 3286 10°| -73.06 21.56 0.02

Table 4.10: The turbine blade-airfoil case:

Comparison of optimized solutions.
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Figure 4.19: The turbine blade-airfoil case: Solutions obtained from each DNN-
driven optimization, after they are re-evaluated on CFD, and adjoint optimal solution.
The pt, aexit Values are normalized with those of the baseline geometry, respectively.

Figure 4.20: The turbine blade-airfoil case: Left) Geometries generated with LHS
(black) are compared to the baseline (orange) and the optimized airfoils obtained with
adjoint (blue) and DNN g (red). Right) The rst solutions of the adjoint-driven op-
timization (black) along with the baseline geometry (orange), the adjoint optimized
solution (blue) and DNN p optimized solution (green).
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Figure 4.21: The turbine blade-airfoil case: Optimized geometries resulting from
adjoint (blue), DNN g (red), and DNN p (green), are compared to the baseline airfoil
(black).

Figure 4.22: The turbine blade-airfoil case: The Mach number elds for the baseline
geometry (top left) and the optimized geometries resulting from adjoint (top right),
DNN g (bottom left) and DNN p (bottom right).
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Chapter 5

Single-phase Transitional Flow
around an lIsolated Airfoil

5.1 Introduction

In this Chapter, the aerodynamic ShpO of an isolated airfoil is carried out. Ob-
jective of the optimization is the minimization of the drag coe cient (cq) while
maintaining the lift coe cient ( ¢) close to the value of the baseline airfoil. The
airfoil's polar diagram is rst validated against the experimental one. Subsequently,
Hermite-trained DNNs are employed to guide the ShpO process. Each DNN-driven
optimization relies solely on the predictions generated by the models. Two strategies
for constructing the DNN database are examined: the rst involves a near-random
sampling of the design variable space, and the second utilizes initial solutions ob-
tained from an adjoint-driven optimization. Several DNN con gurations are assessed
regarding their accuracy, generalization capabilities, and overall performance in the
optimization task.

5.2 Flow conditions and parameterization

The RG15 airfoil is a low Reynolds number airfoil originally developed for sailplane
applications. Subsequently a family of airfoils derived from the RG15 with varying
relative thicknesses was introduced for use in small horizontal axis wind turbines
[47]. A C-type mesh, shown in Figure 5.1, is used with approximately 70K nodes.
Far eld boundaries are located approximately 100 chords away from the airfoil.

The airfoil's polar diagram is validated against experimental data in Figure 5.2.
The available measurements span a range of Reynolds numbers from Re=61.400
to Re=304.200 ([48]). Simulations are conducted at Re=304.200 and free-stream
Mach number of 0.01. In the gure, results obtained using only a turbulence
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Figure 5.1: The isolated airfoil case: Computational mesh of the entire domain (left)
and close up view (right).

model are shown with blue markers, while red markers represent simulations that
incorporate both turbulence and transition models. Turbulence is modeled using
the Spalart{Allmaras model (3.2), and transition with the -Re model (the SA-
sLM2015 variant, 3.3). It can be observed that the use of only turbulence model
leads to an overestimation of they. It is essential to incorporate a transition model
to accurately capture the correct boundary layer behavior.

Figure 5.2: The isolated airfoil case: Airfoil's polar based on experimental data
(black), CFD results assuming turbulent ow (blue) and transitional ow (red). Tur-
bulent ow overestimates the cd values.
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For the subsequent analysis, the free-stream velocity is slightly increased, since the
variant of PUMA this diploma thesis is based upon solves compressible ows. From
now on, transition model will be also included in the modeling. The ow conditions
are listed in Table 5.1.

Flow Conditions

M, 0.1
Re 1.5 10°
ap 2

Table 5.1: The isolated airfoil case: Flow conditions.

The airfoil is parameterized with a 10 x 9 NURBS lattice, shown in Figure 5.3. The
black control points remain xed during the optimization, while the red ones are
allowed to move within 0:4d of their initial positions, in order to avoid overlapping.
Here d equals the vertical distance between adjacent control points. The CPs are
displaced only in the direction normal to the chord, resulting in a total of 28 design
variables p R?9).

Figure 5.3. The isolated airfoil case: Airfoil parameterization.

5.3 DNN Con guration and Training

Two approaches are compared for constructing the database: the rst approach uses
samples generated via LHS, and the second uses the initial candidate solutions from
the adjoint-driven optimization of the airfoil.
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5.3.1 Database constructed with LHS

To construct the DNN database, 19 distinct combinations of the design variables
are generated using LHS, which correspond to 19 di erent airfoils. Each airfolil is
evaluated using the CFD solver, herein they, ¢ values and their SDs are computed.
These quantities, along with the baseline geometry added after sampling, form the
DNN database OB s ). Separate models are employed for each coe cient. Input
to each network is the [N 28] tensor containing the y-coordinates of the control
points, where N equals the batch size. Output is the [N1] tensor with the predic-
tions on the coe cients. During training, the models are di erentiated to compute
the derivatives of their outputs w.r.t. their inputs, that correspond to the SDs for
each quantity of interest. A xed validation set, containing 20% of theDB s sam-
ples is selected, to evaluate model performance. As in the previous case, two DNN
con guration optimizations are conducted, and their outcomes are compared below.

First DNN con guration optimization

The optimized hyperparameters are based on the initial setup introduced in Chapter
4. Obijective is the minimization of L yermite , after each network has been trained
for the rst 200 epochs. The MSE is used for each term of theyemie , and the
optimizer is Adam with its default learning rate of 0.001. Tables 5.2 & 5.3 summarize
the optimized architectures. The training and validation loss convergence is depicted
in Figure 5.4.

DNN cq

Activation Function
Hidden Layers | Final Layer

Layers Neurons

128-1024-64-4096-4096-32
Brune | 11 -2048-64-64-16-1 Geld Geld

Bgrad 9 128-2048-32-32-32-1024-64-16-28 Gelu Sigmoid

Table 5.2: The isolated airfoil case: Optimized architecture ofcy DNN 4.

DNN ¢
Activation Function
Layers Neurons - -
Hidden Layers |Final Layer
Bfunc 5 2048-4096-128-16-1 Gelu Tanh
4096-128-64-256-128-4096-32-1024
Bgrad 11 -256-16-28 Tanh Tanh

Table 5.3: The isolated airfoil case: Optimized architecture ofc;, DNN 4.
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Figure 5.4: The isolated airfoil case: Left) Training loss convergence ofcy (top)
and ¢ (bottom) DNN 5. Right) Validation loss of ¢4 (left) and ¢ (right) DNN 4,
monitored during training. The total loss is the sum of the function loss and gradient
loss.

Second DNN con guration Optimization

The design variable space of the DNN con guration optimization is expanded to
enhance the search for better DNN con gurations. For the speci c optimization, the
second setup introduced in Chapter 4 is used. Objective remains the minimization of
L hermite » €Valuated over the entire database (20 samples) after the rst 240 training
epochs. The optimized architectures are presented in Tables 5.4 & 5.5. The training
loss convergence of they, ¢ DNN g is illustrated in Figure 5.5. AsDNN , and
DNN g for both coe cients are trained using di erent loss functions, their loss values
are not directly comparable. Therefore their predictions on the target outputs are
compared in Figure 5.6. An improvement is observed on validatiog predictions
and a slight degradation on validation predictions ofty DNNg. However both
DNN g demonstrate improved accuracy in predicting the SDs in Figures 5.7 &
5.8. The validation loss comprises multiple terms, including the function prediction
error and loss terms associated with each partial derivative. The superior validation
performance ofcy DNN g is attributed to its enhanced accuracy in approximating
these derivatives.
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DNN cq

Activation Function
Layers Neurons - -
Hidden Layers | Final Layer
Btunc 9 64-2048-64-1024-4096-256-64 -16-1 Tanh Gelu
Bgrad 8 1024-2048-2048-256-256-64-16-28 Tanh Tanh
Optimizer Loss function Batch Size Shue
Adam
(Ir=0.0003) MAE 12 No

Table 5.4. The isolated airfoil case: Optimized architecture ofcy DNN g.

DNN ¢
Activation Function
Layers Neurons . _
Hidden Layers | Final Layer
Birunc 11 128—4096—64—6_Af1—gf11—2048—128—32—512 Gelu Tanh
Bgrad 5 512-1024-64-16-28 Tanh Tanh
Optimizer Loss function Batch Size Shue
Adamax
(Ir=0.005) MAE 12 No

Table 5.5: The isolated airfoil case: Optimized architecture of¢ DNN g.
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Figure 5.5: The isolated airfoil case: The training (left) and validation (right) loss
curves ofcy DNN g (top) and ¢, DNN g (bottom).

Figure 5.6: The isolated airfoil case: The target values of training and validation
patterns computed with CFD and DNNs predictions. Thecy, ¢ values are normalized
with the values of the baseline airfoil.

Figure 5.7: The isolated airfoil case: Thecy SDs for the baseline airfoil (left), which
is included in the training database, and a validation airfoil (right).
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Figure 5.8: The isolated airfoil case: Theg SDs for the baseline airfoil (left) and a
validation airfoil (right).

Pruning

In this Section, the impact of pruning is investigated, regarding the network's accu-
racy and size. The implementation employs the optimized architectures BINN g,
introduced in the previous subsection. Pruning begins at the 300th epoch and re-
curs every 100 epochs until the 600th epoch is reached. A magnitude-based pruning
criterion is employed, the second one introduced in Chapter 4. The training and
validation loss curves for each model are shown in Figures 5.9 & 5.10, alongside those
of the initial dense network ONN g). The curves corresponding to the pruned net-
works exhibit similar shape to those of the dense models and ultimately reach the
same level of accuracy. This suggests that a signi cant fraction of the weights have
minimal impact on the network's performance and, therefore, can be safely removed.
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Figure 5.9: The isolated airfoil case: The training (top) and validation (bottom)
loss curves ofcy pruned DNN ¢ are compared to those of the dens®NNg. The
comparison of each term that make up the total loss is also presented separately (left).

Figure 5.10: The isolated airfoil case: Training (top) and validation (bottom) loss
curves ofcg DNN ¢ and DNN g, along with the convergence of each term (left).

Figure 5.11 shows the sparsity ratio for each layer of the network, de ned as the
fraction of the number of pruned weights on that layer to the total number of weights
in its dense form. The prunedy DNN ¢ is by 15% smaller in size (38MB) compared
to the denseDNN g, and the prunedc DNN ¢ achieves a 24% reduction (5MB).
The DNN ¢ predictions are presented in Figures 5.12 & 5.13.
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(@) Btunc branch cg DNN ¢ (b) Bgrag branch cqg DNN ¢

(¢) Btunc branch ¢ DNN ¢ (d) Bgrag branch ¢ DNN ¢

Figure 5.11: The isolated airfoil case: Sparsity for each branch oty DNN ¢ (top)
and ¢, DNN ¢ (bottom).

Figure 5.12: The isolated airfoil case: Comparison of theDNN g and DNN ¢ pre-
dictions on the ¢4 (left) and ¢ (right) of the airfoils, against the CFD computed values.
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Figure 5.13: The turbine blade-airfoil case: Thecy (left) and ¢ (right) SDs computed
with CFD and DNNs predictions.

5.3.2 Database constructed with adjoint-driven optimiza-
tion solutions

This approach constructs the DNN database using the initial solutions of the adjoint-
driven ShpO. More speci cally, thecy, ¢ values and their corresponding SDs, for the
six initial airfoils, form the database (DBgoint ). As previously, the Hermite-DNNs
are employed in this study. Since theg DNN g will be employed in the ShpO to
minimize the airfoil's ¢y, the minimum ¢y value for normalization of its inputs is 5%
smaller, than the smallest value encountered in the training patterns. Moreover,
since the smallest SDs di er signi cantly in magnitude from the others, the input
bounds for the speci c design variables are expanded by increasing the maximum
by 5% of its value and decreasing the minimum by 5%. This increases the scale of
the corresponding SDs and facilitates a smoother learning. The optimized DNN (to
be referred asDNN p) architectures are presented in Tables 5.6 & 5.7. In Figure
5.14 the convergence of the training process for each model is shown, and their
predictions are depicted in Figures 5.15 & 5.16.

DNN ¢y
Layers Neurons _ Activation Func_tion
Hidden Layers | Final Layer
Btunc 5 2048-4096-32-6-1 Gelu Gelu
Btunc 7 4096-64-4096-256-128-6-28 Gelu Sigmoid
Optimizer Loss function Batch Size
Adamw
(Ir=0.0014 ) MSE 6

Table 5.6: The isolated airfoil case: Optimized architecture ofcy DNN p.
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DNN c |
Layers Neurons _ Activation Func.tion
Hidden Layers | Final Layer
Bfunc 5 128-32-2048-6-1 Gelu Gelu
Bgrad 7 128-32-512-32-512-6-32 Gelu Tanh
Optimizer Loss function Batch Size
Adamw
(Ir=0.005) MSE 6

Table 5.7. The isolated airfoil case: Optimized architecture of ¢ DNN p.

Figure 5.14. The isolated airfoil case: Training loss of g DNNp (left) and ¢
DNN p (right). Total loss is the weight sum of the coe cients loss and the SDs loss.
Since the number of training patterns is small the entire database is used for training,
and no separate validation set is provided. After 800 epochs the training loss has
converged.

Figure 5.15: The isolated airfoil case: Thecy (left) and ¢ (right) of the airfoils in
the DB agoint , computed with CFD and DNNs predictions. The coe cient values are
normalized with those of the baseline geometry.
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Figure 5.16: The isolated airfoil case: The cy SDs (left) and g SDs (right) of
the sixth point of the adjoint-driven optimization computed with adjoint and DNN p
predictions.

5.4 Airfoil ShpO

Each of the DNNSs of the previous Section are utilized to drive a separate optimiza-
tion process of the airfoil. The networks trained on theDB s dataset initiate
the optimization from the baseline airfoil, while theDNN p, trained on the ini-
tial adjoint-driven optimization solutions, begins from the best solution it has seen,
which is the sixth sample. Each DNN-driven optimization relies only on the corre-
sponding DNN's predictions. Aim of the optimization is to minimize the airfoil'scy
and keep theg close to the value of the baseline airfoil. The objective is:

F=0:1cg+0:1(q 0:488) (5.1)
Wherecl,target = Cipaseline =4:88 10 1

Each optimization cycle requires 1 TU for the primal solution and 2 TUs for the
adjoint one. The adjoint-driven optimization, whose convergence is shown in Figure
5.17 converges in 43 TUs. The optimized solution of the DNN-driven process is re-
evaluated on the CFD tool, to verify its quality. If further improvement is desired,
the objective and its SDs of the optimized airfoil can be added to the database. The
networks are retrained and the optimization process initiates from the latest solution,
using the re-trained models. Two re-trainings for the DNNs trained oDB s
are necessary to acquire solutions of the desired quality. Herein, the optimization
turnaround time amounts to 67 TUs. Among them, theDN N g -driven optimization
yields a better solution compared to the adjoint-driven one. In contrast, th®NN p -
driven optimization has a total cost of 22 TUs, making it by 49% faster than the
adjoint-driven process and it results in an even better solution. The solutions are
presented in Figure 5.18 and Table 5.8.
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Figure 5.17:

The isolated airfoil case: Convergence of the adjoint-driven optimiza-
tion and the solutions obtained with each DNN after they are re-evaluated on the CFD
code. The cost of constructing the corresponding DNN database has been included.

Comparison of the Optimized Solutions

Fbasl:line (%) “ “ Reductizdn (%) G (%)
Baseline airfoil - 622 103|488 101 - -
Adjoint solution 74.66 464 103|486 10° 25.40 -0.20
DNN A solution 75.47 469 10°|/486 101 24.60 -0.20
DNN g solution 74.18 461 10°|/486 101 25.88 -0.20
DNN ¢ solution 74.74 464 10°|/485 101 25.40 -0.30
DNN p solution 74.05 459 10°|484 101 26.21 -0.40

Table 5.8: The isolated airfoil case: Comparison of the optimized solutions.
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Figure 5.18: The isolated airfoil case: A comparison is presented between the samples
of the DB s , DB aqgoint ,» @and the optimized solutions obtained from the adjoint-driven
and DNN-driven optimization processes. All DNN-optimized solutions are re-evaluated
on CFD.

In Figure 5.19, the airfoils of theDB s and DB 4ot are presented. The airfoils
generated with LHS cover a wider range of potential geometries, while the airfoils of
the DB .4oint are closer to the optimized. The shape of the optimized geometries is
compared in Figure 5.20 with the baseline airfoil. The shape of the optimized airfoils
seem identical. The Mach number and turbulent viscocity elds are presented in
Figures 5.21 & 5.22, respectively. In Figure 5.23, the pressure and skin friction
coe cient distributions of the optimized airfoils are compared to the baseline. The
optimized geometries exhibit an extended laminar region along the suction side,
which contributes signi cantly to drag reduction. To preserve lift, a curvature near
the leading edge is formed, that as shown in the, plots enhances the pressure
di erence between the suction and pressure sides.

Figure 5.19: The isolated airfoil case: Left) Geometries generated with LHS (black)
are compared to the optimized airfoils obtained with adjoint (red) andDNN g (blue).
Right) The rst solutions of the adjoint-driven optimization (black) along with the
DNN p optimized solution (orange) and the baseline airfoil (green).
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Figure 5.20: The isolated airfoil case: Comparison of the optimized solution obtained
with adjoint (red), DNN g (blue) and DNN p (orange) wih the baseline airfoil (black).

Figure 5.21: The isolated airfoil case: The Mach number elds for the baseline airfoil
(top left), and the 3 airfoils optimized by adjoint (top right), DNN g (bottom left),
and DNN p (bottom right).
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Figure 5.22: The isolated airfoil case: The turbulent viscosity elds for the baseline
airfoil (top left), and the 3 airfoils optimized by adjoint (top right), DNN g (bottom
left), and DNN p (bottom right).
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Figure 5.23: The isolated airfoil case: Left) The pressure coe cient distribution
for the baseline airfoil and the optimized ones resulting from adjoint (top), DNN g
(middle), and DNN p (bottom). Right) The skin friction coe cient distribution for
the baseline airfoil and the adjoint-optimized (top), DNN g -optimized (middle), and
DNN p-optimized (bottom) airfoils.
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Chapter 6

Single-Phase Turbulent Flow
around a Compressor Blade-Airfoll

6.1 Introduction

In this Chapter, the aerodynamic ShpO of a 2D low-speed compressor cascade is per-
formed. Aim of the optimization is to minimize the mass-averaged; gosses ( p;)

of the cascade, while maintaining the exit ow angle &) close to its original
value. The proposed method employs a hybrid adjoint- and DNN-driven optimiza-
tion approach. The ShpO of the airfoil during the initial cycles is driven by adjoint.
The solutions obtained from this initial phase are used to train the Hermite-DNNSs.
The DNN-driven optimization is then initiated from an intermediate solution of the
adjoint-based process, and from that point relies exclusively on the DNNs predic-
tions. This approach is compared to the standard adjoint-driven optimization in
terms of cost.

6.2 Flow conditions and parameterization

The ow around the airfoil is characterized as low-speed and turbulent. A hybrid
mesh, consisting of approximately 36K nodes, is used. The mesh, which combines
structured and unstructured regions, is shown in Figure 6.1. The ow conditions
are summarized in Table 6.1.

The shape of the airfoil and the mesh are controlled by a 9 8 NURBS lattice,
equidistant in each direction, shown in Figure 6.2. The red points may move in
the chord-wise and pitch-wise direction, within a bound 10% of their distance from
adjacent control points in each direction, to ensure smooth deformations in the
airfoil's shape. The black points remain xed during the optimization. This results
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in 40 design variablest§2 R*).

Figure 6.1: The compressor blade-airfoil case: Computational mesh of the whole

domain (top) and the region around the solid boundaries (bottom).

Flow Conditions

Inlet total temperature (K) | 288
Inlet total pressure (bar) 1.15
Inlet ow angle () 44

Table 6.1: The compressor blade-airfoil case: Flow conditions.

Figure 6.2: The compressor blade-airfoil case: Blade-airfoil parameterization.
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6.3 DNN Con guration and Training

The database used to train the networks@B .4oint ) CONtains the rst ve solutions
of the adjoint-driven ShpO, shown in Figure 6.8. The objective function to be
minimized in the ShpO of the airfoil regards the p, of the cascade, and contains an
additional term that measures the deviation of theae,;; value from the target one.
Each term is analyzed in Section 6.4 and will be provided by a di erent network.
Due to the limited number of samples, all of them are used for training. As a result,
input to each branch of the DNNs is the [5 40] tensor containing the coordinates of
the active CPs for each sample, and output the [51] tensor with the predictions on
the p or a values. After di erentiation, a[5 40]tensor is computed, containing
the SDs predictions for each pattern.

First DNN con guration

The con guration of the DNNs (DNN ») utilized in this work is presented in Tables
6.2 & 6.3. It is determined by an EA-based optimization, aiming to reduce the

L hermite COmMputed using the entire database. This process is based on the second
setup described in Chapter 4. The training loss of p; and aeit DNN 4, including
both the function and the derivative terms for each network, is illustrated in Figure
6.3.

DNN  p
Activation Function
Layers Neurons - -
Hidden Layers | Final Layer
Btunc 7 4096-512-128-64-2048-5-1 Gelu Gelu
Bgrad 9 512-256-64-128-32-256-64-5-40 Gelu Sigmoid
Optimizer Loss function Batch Size
Adam
(Ir=0.0027) MSE S

Table 6.2: The compressor blade-airfoil case: Optimized architecture of p; DNN a.

DNN  &exit
Activation Function
Layers Neurons - -
Hidden Layers | Final Layer
Btunc 9 128-256-32-256-64-256-32-5-1 Tanh Gelu
Bgrad 8 2048-2048-512-32-1024-32-5-40 Tanh Tanh
Optimizer Loss function Batch Size
Adam
(Ir=0.0007) MSE >

Table 6.3: The compressor blade-airfoil case: Optimized architecture of i DNN a.
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Figure 6.3: The compressor blade-airfoil case: Training loss convergence of p
(left) and aexit (right) DNN 5. The convergence of each term that make up the total
loss is presented separately.

Pruning

In this Section, the impact of pruning on the training convergence dDNN , is
examined. From now on, the pruned networks will be denoted @NNyg. The
pruning criterion employed, corresponds to the second case analyzed in Chapter 4.
The pruning cycles are repeated with a frequency of 100 epochs, 4 times fqy
DNN g and 3 times forag,y DNN g. The resulting training loss curves are compared
to those of the dense network[PNN ») in Figure 6.4. An increase in loss is observed
during the initial pruning epochs, due to the sudden reduction in model's param-
eters, however, both models recover during subsequent training. Thgx DNN g
requires 22% less memory for storage (7.5MB), while the,; DNNjg achieves a
14% reduction, requiring 17MB. Their predictions on the p; and a values are
presented in Figure 6.5, normalized by the corresponding values of the baseline air-
foil. The SDs predictions for the fth point of the adjoint-driven optimization are
compared in Figure 6.6 with the adjoint reference values. The sparsity of each layer
Is presented in Figure 6.7.

(@) p: DNNs training loss (b) p: DNNSs training loss function
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(c) p: DNNSs training loss SDs (d) aexit DNNSs training loss

(e) aexit DNNs training loss function (f) aexit DNNSs training loss SDs

Figure 6.4: The compressor blade-airfoil case: Training loss of p; and acxit DNN ¢,
compared to the convergence of the dendgNN 4.

Figure 6.5: The compressor blade-airfoil case: The training patterns computed with
CFD and DNNs predictions. The p; values are normalized with the p; of the
baseline geometry. The training database consists of all the patterns.
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Figure 6.6: The compressor blade-airfoil case: The p; SDs (left) and ait SDs
(right) of the fth point of the adjoint-driven optimization computed with adjoint and
DNNs predictions.

(@) Bfunc branch  p, DNN g (b) Bgrag branch p; DNN g

(C) Bfunc branch acit DNN g (d) Bgraa branch ae.t DNN g

Figure 6.7: The turbine blade-airfoil case: Sparsity for each branch of the p; (top)
and agyj; (bottom) DNN g.
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6.4 ShpO of the compressor blade-airfoil

The Hermite-trained DNNs are employed to drive the optimization process of the
blade-airfoil, initiating from the fth candidate solution of the adjoint-driven opti-
mization. The objective is:

F=10 " p+(a 0265y (6.1)

Wherea{arget = @paseline = 0:265ad.
The adjoint-driven optimization, whose convergence is shown in Figure 6.8, requires
34 TUs to converge, consisting in each cycle of 1 TU for evaluating each blade
and 2TUs for computing the p; and ae SDs. The DNN-driven optimizations
achieve a solution similar to the adjoint-driven one at a total cost of 16 TUs: 15
TUs to construct their database and 1TU for the CFD-evaluation of their optimized
solution, making it by 53% faster. The optimized solutions are depicted in the p,
aexit Space in Figure 6.9.
Figure 6.10 compares the objective values of the airfoils included in tHEB goint
with those of 20 airfoils generated using LHS. The latter are created by sampling
the design variable space to con gure 20 distinct combinations of the CPs position,
each one forming a di erent airfoil. Despite the larger database size, the LHS-
generated database does not outperform the adjoint-driven approach. In fact, only
20% of the sampled blades result in objective values better than the baseline. The
optimized solutions are summarized in Table 6.4. The shape of the optimized airfoils
is compared in Figure 6.11 with the baseline airfoil. The Mach number elds are
shown in Figure 6.12.

Figure 6.8: The compressor blade-airfoil case: Convergence of the adjoint-driven
optimization and the DNN-driven optimized solutions, after they are re-evaluated on
the CFD tool.
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